
300-600W | Area Light

The Patriot 1 (PAT1) is a low-profile, modern-appeal 
Area luminaire that blends seamlessly into the horizon.  
PAT1 uses the latest Philips technology on board 
including driver and LEDs.  Clear Glass (G) lens is a 
popular option. Acrylic and silicone are optional Optics.

Patriot 1 ranges from 300 to 600 Watts. The housing 
is made of 0.08 aluminum, making it one of the most 
durable fixtures on the market. 

PROJECT NAME:

MODELMODEL WATTWATT LENSLENS KLVKLV DISTRI.DISTRI. VOLTVOLT MOUNTINGMOUNTING FINISHFINISH OPTIONSOPTIONS

PAT1 300 G - Clear Glass 5K T2 UNV RP4
4” Round Pole

BZ - Bronze PC - Photo Cell

350 A - Acrylic 4K T3 480 RP8
8” Round Pole

DBRZ - Dark 
Bronze

MS - Motion Sensor

400 S - Silicone 35K T4 SP4
4” Square Pole

BLK - Black DC - Dimming Control

500 T5 SP8
8” Round Pole

WH - White FCG - Full Cut Off 
Guard

550 KM
Knuckle Mount

SLV - Silver EM - Emergency 
Pack Driver

600 TM
Trunion Mount

TA
Tennis Arm
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(10) led clusters  
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(10) led clusters  
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PENDING PENDING

Driver and electrical box

Perforated Cover 
Thermal

Heatsink
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